Adaptive architectural lighting systems

DoubleBox"

107 | Wide Batwing, up | 60° Symmetric, down | 80 CRI | LO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-35-G1S2-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 74 76 77 77
Total Lumens, 4’ rail length (1219mm) 2019 2083 2125 2125
Lumens per foot (305mm) 505 521 531 531
Lumens per foot UP (305mm) 371 383 391 391
Lumens per foot DOWN (305mm) 133 138 140 140
Input Power (W), 4’ rail length (1219mm) 27.6 27.6 27.6 27.6
Watts per foot (305mm) 6.9 6.9 6.9 6.9
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.

IES Report « 1
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Adaptive architectural lighting systems

DoubleBox"

107 | Wide Batwing, up | 60° Symmetric, down | 80 CRI | SO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-35-G1S2-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 85 88 89 89
Total Lumens, 4’ rail length (1219mm) 4038 4165 4250 4250
Lumens per foot (305mm) 1009 1041 1063 1063
Lumens per foot UP (305mm) 743 766 782 782
Lumens per foot DOWN (305mm) 267 275 281 281
Input Power (W), 4’ rail length (1219mm) 47.8 47.8 47.8 47.8
Watts per foot (305mm) 12.0 12.0 12.0 12.0
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.

IES Report « 1
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Adaptive architectural lighting systems

DoubleBox"

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-35-G1S2-X-BL-X

2700K

Efficacy - Lumens per Watt 79
Total Lumens, 4’ rail length (1219mm) 7672
Lumens per foot (305mm) 1918
Lumens per foot UP (305mm) 1411
Lumens per foot DOWN (305mm) 507
Input Power (W), 4’ rail length (1219mm) 98.1
Watts per foot (305mm) 24.6
CRI 82
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107 | Wide Batwing, up | 60° Symmetric, down | 80 CRI | HO

4000K
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8075
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.

IES Report « 1
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Adaptive architectural lighting systems

DoubleBox"

107 | Wide Batwing, up | 60° Symmetric, down | 90 CRI | LO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-359-G1S2-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 64 66 67 68
Total Lumens, 4’ rail length (1219mm) 1740 1795 1832 1850
Lumens per foot (305mm) 435 449 458 463
Lumens per foot UP (305mm) 320 330 337 340
Lumens per foot DOWN (305mm) 115 119 121 122
Input Power (W), 4’ rail length (1219mm) 27.6 27.6 27.6 27.6
Watts per foot (305mm) 6.9 6.9 6.9 6.9
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.

IES Report « 1
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Adaptive architectural lighting systems

DoubleBox"

107 | Wide Batwing, up | 60° Symmetric, down | 90 CRI | SO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-359-G1S2-X-BL-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 73 76 77 78
Total Lumens, 4’ rail length (1219mm) 3481 3591 3664 3701
Lumens per foot (305mm) 870 898 916 925
Lumens per foot UP (305mm) 640 660 674 681
Lumens per foot DOWN (305mm) 230 237 242 244
Input Power (W), 4’ rail length (1219mm) 47.8 47.8 47.8 47.8
Watts per foot (305mm) 12.0 12.0 12.0 12.0
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.

IES Report « 1
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Adaptive architectural lighting systems

DoubleBox"

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-359-G1S2-X-BL-X

2700K

Efficacy - Lumens per Watt 68
Total Lumens, 4’ rail length (1219mm) 6614
Lumens per foot (305mm) 1653
Lumens per foot UP (305mm) 1216
Lumens per foot DOWN (305mm) 437
Input Power (W), 4’ rail length (1219mm) 98.1
Watts per foot (305mm) 24.6
CRI 94
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107 | Wide Batwing, up | 60° Symmetric, down | 90 CRI | HO

4000K
72
7031
1758
1293
465
98.1
24.6
94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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