w® Adaptive architectural lighting systems

IES Report
DoubleBox" | 107 | Wide Batwing, up | 120° FlyWing”, down | 80 CRI | LO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-35-G1G2-X-XX-X

2700K

Efficacy - Lumens per Watt 110
Total Lumens, 4’ rail length (1219mm) 3010
Lumens per foot (305mm) 752
Lumens per foot UP (305mm) 371
Lumens per foot DOWN (305mm) 380
Input Power (W), 4’ rail length (1219mm) 27.6
Watts per foot (305mm) 6.9
CRI 82
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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IES Report
DoubleBox" | 107 | Wide Batwing, up | 120° FlyWing", down | 80 CRI | SO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-35-G1G2-X-XX-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 126 130 133 133
Total Lumens, 4’ rail length (1219mm) 6019 6209 6336 6336
Lumens per foot (305mm) 1505 1552 1584 1584
Lumens per foot UP (305mm) 743 766 782 782
Lumens per foot DOWN (305mm) 761 785 801 801
Input Power (W), 4’ rail length (1219mm) 47.8 47.8 47.8 47.8
Watts per foot (305mm) 12.0 12.0 12.0 12.0
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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DoubleBox" | 107 | Wide Batwing, up | 120° FlyWing”, down | 80 CRI | HO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-35-G1G2-X-XX-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 117 121 123 123
Total Lumens, 4’ rail length (1219mm) 11436 11797 12038 12038
Lumens per foot (305mm) 2859 2949 3010 3010
Lumens per foot UP (305mm) 1411 1456 1485 1485
Lumens per foot DOWN (305mm) 1445 1491 1521 1521
Input Power (W), 4’ rail length (1219mm) 98.1 98.1 98.1 98.1
Watts per foot (305mm) 24.6 24.6 24.6 24.6
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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DoubleBox" | 107 | Wide Batwing, up | 120° FlyWing", down | 90 CRI | LO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-LO-359-G1G2-X-XX-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 95 97 99 100
Total Lumens, 4’ rail length (1219mm) 2594 2676 2731 2758
Lumens per foot (305mm) 649 669 683 690
Lumens per foot UP (305mm) 320 330 337 340
Lumens per foot DOWN (305mm) 328 338 345 349
Input Power (W), 4’ rail length (1219mm) 27.6 27.6 27.6 27.6
Watts per foot (305mm) 6.9 6.9 6.9 6.9
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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IES Report
DoubleBox" | 107 | Wide Batwing, up | 120° FlyWing”, down | 90 CRI | SO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-SO-359-G1G2-X-XX-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 109 112 115 116
Total Lumens, 4’ rail length (1219mm) 5189 5353 5462 5517
Lumens per foot (305mm) 1297 1338 1366 1379
Lumens per foot UP (305mm) 640 660 674 681
Lumens per foot DOWN (305mm) 656 676 690 697
Input Power (W), 4’ rail length (1219mm) 47.8 47.8 47.8 47.8
Watts per foot (305mm) 12.0 12.0 12.0 12.0
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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DoubleBox" | 107 | Wide Batwing, up | 120° FlyWing”, down | 90 CRI | HO

107-DB-XX-4-48-XX-XX-XX-XX-X-X-Z-HO-359-G1G2-X-XX-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 101 104 106 107
Total Lumens, 4’ rail length (1219mm) 9859 10170 10378 10482
Lumens per foot (305mm) 2465 2543 2594 2620
Lumens per foot UP (305mm) 1216 1255 1281 1293
Lumens per foot DOWN (305mm) 1246 1285 1311 1324
Input Power (W), 4’ rail length (1219mm) 98.1 98.1 98.1 98.1
Watts per foot (305mm) 24.6 24.6 24.6 24.6
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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