¥ Adaptive architectural lighting systems

=Y
IES Report

ZipTwo® | 707 | 60° Symmetric | 90 CRI | HO

707-22-4-48-XX-XX-X-0-Z-HO-359-S2-X-WH-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 78 81 82 83
Total Lumens, 4’ rail length (1219mm) 3071 3168 3232 3265
Lumens per foot (305mm) 768 792 808 816
Input Power (W), 4’ rail length (1219mm) 39.6 39.6 39.6 39.6
Watts per foot (305mm) 9.9 9.9 9.9 9.9
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the |IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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IES INDOOR REPORT

PHOTOMETRIC FILENAME : VODE_707_2Z2_HO_359_S2.IES

DESCRIPTION INFORMATION (From Photometric File)

IESNA:LM-63-2002

[TEST] L121911524 (SOURCE REPORT FOR REFERENCE)
[TESTLAB] REPORT BASED ON DATA FROM NVLAP ACCREDITED LAB

[[SSUEDATE] 12/23/2019
[MANUFAC] Vode Lighting
[LUMCAT] 707-Z2-48-Z-HO-359-S2-AL

[LUMINAIRE] ZipTwo LED, 48", 3500K, 90 CRI, zipper board, 60° white symmetric lens,

[MORE] high output, clear anodized finish
[TEST PROCEDURE] IESNA:LM-79-08

CHARACTERISTICS

Lumens Per Lamp

Total Lamp Lumens
Luminaire Lumens

Total Luminaire Efficiency
Luminaire Efficacy Rating (LER)
Total Luminaire Watts
Ballast Factor

CIE Type

Spacing Criterion (0-180)
Spacing Criterion (90-270)
Spacing Criterion (Diagonal)
Basic Luminous Shape
Luminous Length (0-180)
Luminous Width (90-270)
Luminous Height

LUMINANCE DATA (cd/sq.m)

Angle In Average Average
Degrees 0-Deg 45-Deg
45 62476 109333
55 38157 63595
65 29729 44594
75 25838 34451
85 23251 27901

N.A. (absolute)
N.A. (absolute)
3232

N.A.

82

39.55

1.00

Direct

0.94

1.14

1.04
Rectangular
0.02 ft

3.98 ft

0.00 ft

Average
90-Deg

166937
114824
83434
60289
37202

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_707_2Z2_HO_359_S2.IES

CANDELA TABULATION
0 S 10 15 20 25 30 35 40 45

0.0 2188.5 2188.5 21885 21885 2188.5 21885 21885 21885 2188.5 2188.5
1.0 2188.5 2188.5 21885 21885 2188.5 21885 21885 21885 2188.5 2188.5
3.0 21855 21855 21855 21855 21855 21855 21855 21855 21855 21855
5.0 2176.5 2176.5 21765 21765 2176.5 2178.0 2178.0 21780 2178.0 2178.0
7.0 2163.0 2163.0 2163.0 2163.0 2164.5 21645 21645 21675 2167.5 2166.0
9.0 2139.0 2139.0 21405 21405 21420 21435 21450 2146.5 2148.0 21495

11.0 2106.0 2106.0 21075 2109.0 21120 21150 2118.0 2121.0 2124.0 21255
13.0 2061.0 2061.0 20625 20655 2070.0 2074.5 2080.5 20850 2091.0 2095.5
15.0 2001.0 2001.0 2004.0 2010.0 2016.0 2023.5 20325 20415 2049.0 2056.5
17.0 19245 19275 1932.0 19395 19485 1960.5 19725 1986.0 1998.0 2010.0
19.5 1803.0 1806.0 1813.5 1824.0 1840.5 1857.0 18765 18975 1917.0 1935.0
22,5 1623.0 1626.0 1638.0 16545 1677.0 1704.0 1734.0 17640 1794.0 18225
25.5 14115 1416.0 14295 14520 1482.0 1518.0 15585 1600.5 1644.0 1684.5
29.0 11475 1152.0 1168.5 11955 12315 12750 1326.0 1380.0 1437.0 1491.0
33.0 859.5 865.5 882.0 909.0 945.0 994.5 10485 1110.0 1176.0 12420
37.5 594.0 598.5 613.5 636.0 669.0 712.5 762.0 823.5 891.0 958.5
42.5 390.0 393.0 403.5 420.0 444 .0 477.0 516.0 564.0 619.5 678.0
47.5 264.0 265.5 273.0 283.5 300.0 322.5 349.5 382.5 421.5 466.5
55.0 162.0 162.0 166.5 172.5 181.5 192.0 207.0 2235 246.0 270.0
65.0 93.0 94.5 96.0 97.5 102.0 106.5 112.5 120.0 129.0 139.5
75.0 49.5 49.5 49.5 51.0 52.5 54.0 55.5 58.5 61.5 66.0
85.0 15.0 15.0 15.0 15.0 16.5 16.5 16.5 16.5 16.5 18.0

90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
Vert. Horizontal Angles
Angles
30 35 60 65 10 5 80 85 20
0.0 2188.5 2188.5 21885 2188.5 21885 21885 21885 2188.5 2188.5
1.0 2188.5 2188.5 21885 2188.5 21885 21885 21885 2188.5 2188.5
3.0 21855 21855 21855 21855 21855 21855 21855 21855 21855
5.0 2179.5 21795 21795 21795 21795 21795 21795 21795 2181.0
7.0 2169.0 2169.0 2169.0 21705 2170.5 21705 21705 21705 2170.5
9.0 2151.0 21525 2154.0 2154.0 21555 21555 21555 2157.0 21555

11.0 21285 21315 2133.0 21345 21345 2136.0 2136.0 2137.5 2137.5
13.0 2100.0 2103.0 2106.0 2109.0 21105 21105 21120 21120 2112.0
15.0 2064.0 2070.0 2073.0 2077.5 2079.0 2080.5 2080.5 2082.0 2082.0
17.0 2020.5 2028.0 20355 2040.0 2043.0 20445 20445 2046.0 2046.0
19.5 1950.0 19635 19740 1980.0 19845 19875 1989.0 1987.5 1987.5
225 1848.0 1867.5 1884.0 1894.5 1902.0 1905.0 1906.5 1906.5 1906.5
25.5 1720.5 17505 1773.0 1789.5 1800.0 18045 1806.0 1806.0 1806.0
29.0 1542.0 1584.0 1617.0 1641.0 16545 1662.0 1665.0 1666.5 1666.5
33.0 1308.0 1362.0 1408.5 1440.0 1461.0 1473.0 14775 1479.0 1479.0
37.5 1029.0 10935 11475 11895 1218.0 1236.0 12450 12480 1248.0
42.5 741.0 804.0 861.0 907.5 943.5 966.0 981.0 988.5 990.0
47.5 516.0 567.0 616.5 660.0 697.5 724.5 744.0 754.5 757.5
55.0 298.5 330.0 363.0 396.0 426.0 453.0 472.5 484.5 487.5
65.0 151.5 166.5 183.0 199.5 217.5 234.0 247.5 256.5 261.0
75.0 70.5 76.5 82.5 90.0 97.5 103.5 109.5 114.0 115.5
85.0 18.0 19.5 19.5 21.0 21.0 225 22.5 24.0 24.0
90.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc. Page 2
Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.



IES INDOOR REPORT

PHOTOMETRIC FILENAME : VODE_707_2Z2_HO_359_S2.IES

ZONAL LUMEN SUMMARY

Zone

0-20
0-30
0-40
0-60
0-80
0-90
10-90
20-40
20-50
40-70
60-80
70-80
80-90
90-110
90-120
90-130
90-150
90-180
110-180
0-180

Lumens

745.46
1466.36
2072.99
2842.71
3177.53
3232.26
3064.37
1327.53
1843.98
985.76
334.82
118.78
54.73
0.00
0.00
0.00
0.00
0.00
0.00
3232.26

%Lamp

N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.
N.A.

Total Luminaire Efficiency = N.A.%

ZONAL LUMEN SUMMARY

Zone

0-10
10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Lumens

167.89
577.57
720.90
606.63
516.45
253.26
216.04
118.78
54.73
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00
0.00

%Fixt

23.10
45.40
64.10
87.90
98.30
100.00
94.80
41.10
57.00
30.50
10.40
3.70
1.70
0.00
0.00
0.00
0.00
0.00
0.00
100.00

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.
Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.
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IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_707_2Z2_HO_359_S2.IES

COEFFICIENTS OF UTILIZATION - ZONAL CAVITY METHOD

Effective Floor Cavity Reflectance 0.20
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Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.
Results derived from content of manufacturers photometric file.

Page 4



IES INDOOR REPORT
PHOTOMETRIC FILENAME : VODE_707_2Z2_HO_359_S2.IES

POLAR GRAPH

218

109

54

Maximum Candela = 2188.5 Located At Horizontal Angle = 0, Vertical Angle =0
# 1 - Vertical Plane Through Horizontal Angles (0 - 180)
# 2 - Horizontal Cone Through Vertical Angle (0) (Through Max. Cd.)

Photometric Toolbox Professional Edition - Copyright 2002-2015 by Lighting Analysts, Inc.

Calculations based on published IES Methods and recommendations, values rounded for display purposes.

Results derived from content of manufacturers photometric file.

Page 5



