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IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | Soft Diffuse, down | 80 CRI | LO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-LO-35-U1D2-0-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 114 118 120 120
Total Lumens, 4’ rail length (1219mm) 3388 3495 3567 3567
Lumens per foot (305mm) 847 874 892 892
Lumens per foot UP (305mm) 478 493 503 503
Lumens per foot DOWN (305mm) 370 381 389 389
Input Power (W), 4’ rail length (1219mm) 29.8 29.8 29.8 29.8
Watts per foot (305mm) 7.5 7.5 7.5 7.5
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | Soft Diffuse, down | 80 CRI | SO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-SO-35-U1D2-0-AL / WH-X

2700K

Efficacy - Lumens per Watt 130
Total Lumens, 4’ rail length (1219mm) 6777
Lumens per foot (305mm) 1694
Lumens per foot UP (305mm) 955
Lumens per foot DOWN (305mm) 739
Input Power (W), 4’ rail length (1219mm) 52.2
Watts per foot (305mm) 131
CRI 82

3000K
134
6991
1748
985
762
52.2
13.1
82

3500K
137
7134
1783
1005
778
52.2
13.1
82

4000K
137
7134
1783
1005
778
52.2
13.1
82

.
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from

source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test

laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | Soft Diffuse, down | 80 CRI | HO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-HO-35-U1D2-0-AL / WH-X

2700K
Efficacy - Lumens per Watt 120
Total Lumens, 4’ rail length (1219mm) 12876
Lumens per foot (305mm) 3219
Lumens per foot UP (305mm) 1815
Lumens per foot DOWN (305mm) 1404
Input Power (W), 4’ rail length (1219mm) 107.7
Watts per foot (305mm) 27.0
CRI 82

3000K
124
13283
3321
1872
1449
107.7
27.0
82

3500K
126
13554
3388
1910
1478
107.7
27.0
82

4000K
126
13554
3388
1910
1478
107.7
27.0
82
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.

IES Report « 1
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¥ Adaptive architectural lighting systems
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IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | Soft Diffuse, down | 90 CRI | LO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-LO-359-U1D2-0-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 99 102 104 105
Total Lumens, 4’ rail length (1219mm) 2921 3013 3075 3106
Lumens per foot (305mm) 730 753 769 776
Lumens per foot UP (305mm) 412 425 433 438
Lumens per foot DOWN (305mm) 319 329 335 339
Input Power (W), 4’ rail length (1219mm) 29.8 29.8 29.8 29.8
Watts per foot (305mm) 7.5 7.5 7.5 7.5
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems
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IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | Soft Diffuse, down | 90 CRI | SO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-SO-359-U1D2-0-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 112 116 119 119
Total Lumens, 4’ rail length (1219mm) 5842 6027 6150 6211
Lumens per foot (305mm) 1461 1507 1537 1553
Lumens per foot UP (305mm) 823 849 867 875
Lumens per foot DOWN (305mm) 637 657 671 677
Input Power (W), 4’ rail length (1219mm) 52.2 52.2 51.7 52.2
Watts per foot (305mm) 131 131 13.0 131
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems

IES Report

ZipThree® | Ceiling Cable | 707 | Symmetric, up | Soft Diffuse, down | 90 CRI | HO
707-Z3-XX-4-48-CC-XX-XX-XX-X-0-Z-HO-359-U1D2-0-AL / WH-X

2700K
Efficacy - Lumens per Watt 104
Total Lumens, 4’ rail length (1219mm) 11100
Lumens per foot (305mm) 2775
Lumens per foot UP (305mm) 1564
Lumens per foot DOWN (305mm) 1211
Input Power (W), 4’ rail length (1219mm) 107.7
Watts per foot (305mm) 27.0
CRI 94

3000K
107
11451
2863
1614
1249
107.7
27.0
94

3500K
109
11684
2921
1647
1274
107.7
27.0
94

4000K
110
11801
2950
1663
1287
107.7
27.0
94
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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