¥ Adaptive architectural lighting systems

@)

IES Report

ZipThree® | 707 | Symmetric, up | 85° Asymmetric , down | 80 CRI | LO
707-Z3-4-48-XX-XX-X-0-Z-LO-35-U1A1-X-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 113 117 119 119
Total Lumens, 4’ rail length (1219mm) 3363 3470 3540 3540
Lumens per foot (305mm) 841 867 885 885
Lumens per foot UP (305mm) 499 514 525 525
Lumens per foot DOWN (305mm) 342 353 360 360
Input Power (W), 4’ rail length (1219mm) 29.8 29.8 29.8 29.8
Watts per foot (305mm) 7.5 7.5 7.5 7.5
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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ZipThree® | 707 | Symmetric, up | 85° Asymmetric , down | 80 CRI | SO

707-Z3-4-48-XX-XX-X-0-Z-SO-35-U1A1-X-AL / WH-X

2700K

Efficacy - Lumens per Watt 129
Total Lumens, 4’ rail length (1219mm) 6727
Lumens per foot (305mm) 1682
Lumens per foot UP (305mm) 997
Lumens per foot DOWN (305mm) 684
Input Power (W), 4’ rail length (1219mm) 52.2
Watts per foot (305mm) 131
CRI 82
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems
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IES Report

ZipThree® | 707 | Symmetric, up | 85° Asymmetric , down | 80 CRI | HO
707-Z3-4-48-XX-XX-X-0-Z-HO-35-U1A1-X-AL / WH-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 119 123 125 125
Total Lumens, 4’ rail length (1219mm) 12781 13185 13454 13454
Lumens per foot (305mm) 3195 3296 3363 3363
Lumens per foot UP (305mm) 1895 1955 1995 1995
Lumens per foot DOWN (305mm) 1300 1341 1369 1369
Input Power (W), 4’ rail length (1219mm) 107.7 107.7 107.7 107.7
Watts per foot (305mm) 27.0 27.0 27.0 27.0
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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ZipThree® | 707 | Symmetric, up | 85° Asymmetric , down | 90 CRI | LO

707-Z3-4-48-XX-XX-X-0-Z-LO-359-U1A1-X-AL / WH-X

2700K 3000K

Efficacy - Lumens per Watt 98 101
Total Lumens, 4’ rail length (1219mm) 2900 2991
Lumens per foot (305mm) 725 748
Lumens per foot UP (305mm) 430 443
Lumens per foot DOWN (305mm) 295 304
Input Power (W), 4’ rail length (1219mm) 29.8 29.8
Watts per foot (305mm) 7.5 7.5
CRI 94 94

3500K
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems
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IES Report

ZipThree® | 707 | Symmetric, up | 85° Asymmetric , down | 90 CRI | SO
707-Z3-4-48-XX-XX-X-0-Z-SO-359-U1A1-X-AL / WH-X

2700K 3000K 3500K 4000K

Efficacy - Lumens per Watt 110 114 116 121
Total Lumens, 4’ rail length (1219mm) 5799 5982 6104 6165
Lumens per foot (305mm) 1450 1496 1526 1541
Lumens per foot UP (305mm) 860 887 905 914
Lumens per foot DOWN (305mm) 590 609 621 627
Input Power (W), 4’ rail length (1219mm) 52.8 52.8 53.8 52.8
Watts per foot (305mm) 13.2 13.2 13.2 13.2
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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¥ Adaptive architectural lighting systems
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IES Report

ZipThree® | 707 | Symmetric, up | 85° Asymmetric , down | 90 CRI | HO
707-Z3-4-48-XX-XX-X-0-Z-HO-359-U1A1-X-AL / WH-X

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 103 106 108 112
Total Lumens, 4’ rail length (1219mm) 11018 11366 11598 11714
Lumens per foot (305mm) 2755 2842 2900 2929
Lumens per foot UP (305mm) 1634 1685 1720 1737
Lumens per foot DOWN (305mm) 1121 1156 1180 1192
Input Power (W), 4’ rail length (1219mm) 107.7 107.7 107.7 107.7
Watts per foot (305mm) 27 27 27 27
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the |IES File Finder page on vode.com.
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