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ZipTwo® | 707 | Square 3519, Side Diffuse | 80 CRI | LO

707-22-4-48-XX-XX-X-0-Z-LO-35-F9-X-BL-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 51 53 54 54
Total Lumens, 4’ rail length (1219mm) 752 775 791 791
Lumens per foot (305mm) 188 194 198 198
Input Power (W), 4’ rail length (1219mm) 14.9 14.9 14.9 14.9
Watts per foot (305mm) 3.8 3.8 3.8 3.8
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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ZipTwo® | 707 | Square 3519, Side Diffuse | 80 CRI | SO

707-22-4-48-XX-XX-X-0-Z-SO-35-F9-X-BL-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 58 60 61 61
Total Lumens, 4’ rail length (1219mm) 1503 1551 1582 1582
Lumens per foot (305mm) 376 388 396 396
Input Power (W), 4’ rail length (1219mm) 26.1 26.1 26.1 26.1
Watts per foot (305mm) 6.6 6.6 6.6 6.6
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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ZipTwo® | 707 | Square 3519, Side Diffuse | 80 CRI | HO

707-22-4-48-XX-XX-X-0-Z-HO-35-F9-X-BL-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 58 59 61 61
Total Lumens, 4’ rail length (1219mm) 2255 2326 2373 2373
Lumens per foot (305mm) 564 581 593 593
Input Power (W), 4’ rail length (1219mm) 39.6 39.6 39.6 39.6
Watts per foot (305mm) 9.9 9.9 9.9 9.9
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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ZipTwo® | 707 | Square 3519, Side Diffuse | 90 CRI | LO

707-22-4-48-XX-XX-X-0-Z-LO-359-F9-X-BL-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 44 45 46 47
Total Lumens, 4’ rail length (1219mm) 648 668 682 689
Lumens per foot (305mm) 162 167 170 172
Input Power (W), 4’ rail length (1219mm) 14.9 14.9 14.9 14.9
Watts per foot (305mm) 3.8 3.8 3.8 3.8
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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ZipTwo® | 707 | Square 3519, Side Diffuse | 90 CRI | SO

707-22-4-48-XX-XX-X-0-Z-SO-359-F9-X-BL-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 50 52 53 53
Total Lumens, 4’ rail length (1219mm) 1296 1337 1364 1378
Lumens per foot (305mm) 324 334 341 344
Input Power (W), 4’ rail length (1219mm) 26.1 26.1 26.1 26.1
Watts per foot (305mm) 6.6 6.6 6.6 6.6
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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IES Report

ZipTwo® | 707 | Square 3519, Side Diffuse | 90 CRI | HO

707-22-4-48-XX-XX-X-0-Z-HO-359-F9-X-BL-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 50 51 52 53
Total Lumens, 4’ rail length (1219mm) 1944 2005 2046 2066
Lumens per foot (305mm) 486 501 511 517
Input Power (W), 4’ rail length (1219mm) 39.6 39.6 39.6 39.6
Watts per foot (305mm) 9.9 9.9 9.9 9.9
CRI 94 94 94 94

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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