Adaptive architectural lighting systems

ZipTwo® | 707 | Square 3554, Side Diffuse | 80 CRI

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 112 115 117 117
Total Lumens, 4’ rail length (1219mm) 1654 1706 1741 1741
Lumens per foot (305mm) 414 427 435 435
Input Power (W), 4’ rail length (1219mm) 14.9 14.9 14.9 14.9
Watts per foot (305mm) 3.8 3.8 3.8 3.8
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

ZipTwo® | 707 | Square 3554, Side Diffuse | 80 CRI | SO

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 127 131 134 134
Total Lumens, 4’ rail length (1219mm) 3308 3412 3482 3482
Lumens per foot (305mm) 827 853 871 871
Input Power (W), 4’ rail length (1219mm) 26.1 26.1 26.1 26.1
Watts per foot (305mm) 6.6 6.6 6.6 6.6
CRI 82 82 82 82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

ZipTwo® | 707 | Square 3554,

2700K
Efficacy - Lumens per Watt 126
Total Lumens, 4’ rail length (1219mm) 4962
Lumens per foot (305mm) 1241
Input Power (W), 4’ rail length (1219mm) 39.6
Watts per foot (305mm) 9.9
CRI 82

3000K
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39.6
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3500K
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39.6
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Side Diffuse | 80 CRI

4000K
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

ZipTwo® | 707 | Square 3554, Side Diffuse | 90 CRI

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 96 99 101 102
Total Lumens, 4’ rail length (1219mm) 1426 1471 1501 1516
Lumens per foot (305mm) 356 368 375 379
Input Power (W), 4’ rail length (1219mm) 14.9 14.9 14.9 14.9
Watts per foot (305mm) 3.8 3.8 3.8 3.8
CRI 95 95 95 95

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

ZipTwo® | 707 | Square 3554, Side Diffuse | 90 CRI | SO

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 110 113 115 116
Total Lumens, 4’ rail length (1219mm) 2852 2942 3002 3032
Lumens per foot (305mm) 713 735 750 758
Input Power (W), 4’ rail length (1219mm) 26.1 26.1 26.1 26.1
Watts per foot (305mm) 6.6 6.6 6.6 6.6
CRI 95 95 95 95

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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Adaptive architectural lighting systems

ZipTwo® | 707 | Square 3554, Side Diffuse | 90 CRI

2700K
Efficacy - Lumens per Watt 109
Total Lumens, 4’ rail length (1219mm) 4278
Lumens per foot (305mm) 1069
Input Power (W), 4’ rail length (1219mm) 39.6
Watts per foot (305mm) 9.9
CRI 95
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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