3 Adaptive architectural lighting systems

IES Report

[

ZipTwo® | 707 | Square 3519, Side Diffuse | 80 CRI | LO

707-22-4-48-XX-XX-X-0-Z-LO-35-F9-X-WH-0

2700K 3000K
Efficacy - Lumens per Watt 61 62
Total Lumens, 4’ rail length (1219mm) 895 923
Lumens per foot (305mm) 224 231
Input Power (W), 4’ rail length (1219mm) 14.9 14.9
Watts per foot (305mm) 3.8 3.8
CRI 82 82

3500K
64

942
235
14.9
3.8

82

4000K
64

942
235
14.9
3.8

82

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

IES Report

[

ZipTwo® | 707 | Square 3519, Side Diffuse | 80 CRI | SO

707-22-4-48-XX-XX-X-0-Z-SO-35-F9-X-WH-0

2700K 3000K
Efficacy - Lumens per Watt 69 71
Total Lumens, 4’ rail length (1219mm) 1789 1846
Lumens per foot (305mm) 447 461
Input Power (W), 4’ rail length (1219mm) 26.1 26.1
Watts per foot (305mm) 6.6 6.6
CRI 82 82
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

IES Report

[

ZipTwo® | 707 | Square 3519, Side Diffuse | 80 CRI | HO

707-22-4-48-XX-XX-X-0-Z-HO-35-F9-X-WH-0

2700K 3000K
Efficacy - Lumens per Watt 68 71
Total Lumens, 4’ rail length (1219mm) 2684 2769
Lumens per foot (305mm) 671 692
Input Power (W), 4’ rail length (1219mm) 39.6 39.6
Watts per foot (305mm) 9.9 9.9
CRI 82 82
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Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

[

IES Report

ZipTwo® | 707 | Square 3519, Side Diffuse | 90 CRI | LO

707-22-4-48-XX-XX-X-0-Z-LO-359-F9-X-WH-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 52 54 55 56
Total Lumens, 4’ rail length (1219mm) 771 796 812 820
Lumens per foot (305mm) 193 199 203 205
Input Power (W), 4’ rail length (1219mm) 14.9 14.9 14.9 14.9
Watts per foot (305mm) 3.8 3.8 3.8 3.8
CRI 95 95 95 95

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

[

IES Report

ZipTwo® | 707 | Square 3519, Side Diffuse | 90 CRI | SO

707-22-4-48-XX-XX-X-0-Z-S0O-359-F9-X-WH-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 60 62 63 63
Total Lumens, 4’ rail length (1219mm) 1542 1591 1624 1640
Lumens per foot (305mm) 386 398 406 410
Input Power (W), 4’ rail length (1219mm) 26.1 26.1 26.1 26.1
Watts per foot (305mm) 6.6 6.6 6.6 6.6
CRI 95 95 95 95

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.
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3 Adaptive architectural lighting systems

[

IES Report

ZipTwo® | 707 | Square 3519, Side Diffuse | 90 CRI | HO

707-22-4-48-XX-XX-X-0-Z-HO-359-F9-X-WH-0

2700K 3000K 3500K 4000K
Efficacy - Lumens per Watt 59 61 62 63
Total Lumens, 4’ rail length (1219mm) 2314 2387 2435 2460
Lumens per foot (305mm) 578 597 609 615
Input Power (W), 4’ rail length (1219mm) 39.6 39.6 39.6 39.6
Watts per foot (305mm) 9.9 9.9 9.9 9.9
CRI 95 95 95 95

Due to the large number of options in Vode’s product offering, most Vode IES reports are factored reports prepared from
source reports. Source reports are the IES test reports prepared for Vode by an NVLAP accredited photometric test
laboratory. Factored reports are based on data from the Vode source reports.

If the data above is in black, it is directly from a Vode source report. If it is in grey, it is factored from Vode source reports.
Reference details on Vode source reports can be found on the IES File Finder page on vode.com.

IES Report « 1

©2020 Vode Lighting LLC | 21684 8th Street East, Suite 700, Sonoma, CA 95476 | 707.996.9898



